
41.3(1,050) x 4.9(125) x 1.8(45)41.3(1,050) x 3.9(100) x 1.8(45)

HYUNDAI
15BT-7
Electric
Seated

1.5
24(500)

14.2(360)
53.3(1,355)

HYUNDAI
18BT-7
Electric
Seated

1.8
24(500)

14.2(360)
56.7(1,440)

HYUNDAI
20BT-7
Electric
Seated

2.0
24(500)

14.4(365)
56.7(1,440)

1. 1
1. 2
1. 3
1. 4
1. 5
1. 6
1. 8
1. 9

Q (t)
c   in(mm)
x   in(mm)
y   in(mm)

Identification

10/10.6(16/17) 
9.3/10(15/16) 

80.7/118.1(410/600)
65/98.4(330/500)

98.4/88.6(0.5/0.45)
3,300
3,427
15,102

-
-

29.5
Hydr.

10/10.6(16/17) 
9.3/10(15/16) 

80.7/118.1(410/600)
65/98.4(330/500)

98.4/88.6(0.5/0.45)
3,252
3,388
15,190

-
-

27.5
Hydr.

10/10.6(16/17) 
9.3/10(15/16) 

80.7/118.1(410/600)
65/98.4(330/500)

98.4/88.6(0.5/0.45)
2,992
3,198
14,367

-
-

24.5
Hydr.

5. 1

5. 2

5. 3
5. 5

5. 6

5. 7

5. 8
5. 10

Travel speed, loaded / unloaded

Lift speed, loaded / unloaded

Lowering speed, loaded / unloaded
Drawbar pull,  S2 30 min

Max. drawbar pull, S2 5 min

Gradient performance, S2 3 min

Max. gradient performance, S2 5 min
Service brake

Performance Data

4.4 / 3.5
15.8 / 9.9
505 / 800

1,565(710)
39/21.5/25(990/545/636)

AC

4.4 / 3.5
15.8 / 9.9

585 / 1,000
1,841(835)

39/24.8/25(990/630/636)
AC

4.4 / 3.5
15.8 / 9.9

585 / 1,000
1,841(835)

39/24.8/25(990/630/636)
AC

6. 1
6. 2
6. 4
6. 5

6. 6

(48V / 36V) kW
(48V / 36V) kW

(48V / 36V) V /A h
lb(kg)

in(mm)

Drive motor rating S2 60 min
Pump motor rating at S3 - 15 %
Battery voltage, nominal capacity K5
Battery weight (min)
Battery dimensions L / W /H
Type of drive control

E - Motor

6,570(2,980)
8,774/1,102(3,980/500)

3,307/3,263(1,500/1,480)

7,011 (3,180)
9,594/1,274(4,352/578)

3,402/3,609(1,543/1,637)

7,357 (3,337)
10,478/1,288(4,753/584)
3,389/3,969(1,537/1,800)

2. 1
2. 2
2. 3

Service weight
Axle loading, loaded front / rear
Axle loading , unloaded front / rear

lb(kg)
lb(kg)
lb(kg)

Weights

SE
18x7-8

15x4.5-8
2x/2

35.2(895)
6.7(170)

SE
18x7-8

15x4.5-8
2x/2

35.2(895)
6.7(170)

SE
200/50-10
15x4.5-8

2x/2
35.6(905)
6.7(170)

3. 1
3. 2
3. 3
3. 5
3. 6
3. 7

in(mm)
in(mm)

Tires : solid rubber, superelastic, pneumatic, polyurethane
Tires size, front(ф x width)
Tires size, rear(ф x width )
Wheels, number front rear(x = driven wheels)
Track width, front
Track width, rear

Wheels, Chassis

5 / 7
83.5(2,120)

5.3(135)
130(3,300)

170.6(4,332)
77.6 (1,970)
36.2(920)
16.1(410)

110.8(2,815)
75.4  (1,915)
43.3 (1,100)

35.4x3.9x1.4(900x100x35)
2A

38.6(980)
3.3(85)
3.5(90)

128.1(3,255)
121.1(3,075)
61.8 (1,570)

-

5 / 7
83.5(2,120)

5.3(135)
130(3,300)

170.6(4,332)
77.6 (1,970)
36.2(920)
16.1(410)

114.2(2,900)
78.7  (2,000)
43.3 (1,100)

35.4x3.9x1.4(900x100x35)
2A

38.6(980)
3.3(85)
3.5(90)

131.1(3,330)
124(3,150)
64.8 (1,645)

-

5 / 7
83.8(2,129)

5.3(135)
130(3,300)

170.6(4,332)
78 (1,980)
36.6(930)
16.1(410)
116(2,945)

80.5  (2,045)
43.5 (1,105)

35.4x3.9x1.6(900x100x40)
2A

38.6(980)
3.7(94)
3.9(100)

132.7(3,370)
125.6(3,190)
66.3 (1,685)

-

4. 1
4. 2
4. 3
4. 4
4. 5
4. 7
4. 8
4. 12
4. 19
4. 20
4. 21
4. 22
4. 23
4. 24
4. 31
4. 32
4. 33
4. 34
4. 35
4. 36

degrees
h1   in(mm)
h2   in(mm)
h3   in(mm)
h4   in(mm)
h5   in(mm)
h7   in(mm)

h10   in(mm)
I1   in(mm)
I2   in(mm)

b1   in(mm)
s / e / l   in(mm)

in(mm)
m1   in(mm)
m2   in(mm)
Ast   in(mm)
Ast   in(mm)
Wa   in(mm)

in(mm)

Basic Dimensions

www.hyundai-ce.com 2008. 01 Rev 0.

Dimension Specification

PLEASE CONTACT

Manufacturer
Manufacturer's type designation
Drive : electric(battery or mains) ,diesel, petrol ,fuel gas, manual
Type of operation : hand, pedestrian, standing, seated, order - picker
Load capacity / rated load
Load center distance
Load distance, center of drive axle to fork
Wheelbase

Mast / fork carriage tilt forward / backward
Lowered mast height
Free lift
Lift height
Extended mast height
Overhead load guard (cab) height
Seat height
Coupling height
Overall length
Length to face of forks
Overall width
Fork dimensions
Fork carriage ISO 2328, class / type A, B
Fork - carriage width
Ground clearance, loaded, under mast
Ground clearance, centre of wheelbase
Aisle width for pallets 1,000 x 1,200 crossways
Aisle width for pallets 800 x 1,200 length ways
Turning radius
Smallest pivot point distance

(48V)   mph(km/h)
(36V)   mph(km/h) 

(48V)   fpm(mm/sec) 
(36V)   fpm(mm/sec) 

fpm(m/sec)
(loaded) N

(unloaded) N
(loaded) N

(unloaded) N
(loaded) %

(unloaded) %
(loaded) %

-

FORKLIFT TRUCKS Environmentally - Friendly

15/18/20BT-7 AC

Photo may include optional equipment.
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Photo may include optional equipment.

The New AC Control BT Series

High Technology ZAPI Controller
The efficient, almost noiseless, 8Khz(high frequency) ZAPI controller
provides smooth operation and protection for low & high voltage,
overheating and fault recording.
Features . Regeneration : Direction change, Deceleration, Braking

. AC motor's efficiency is higher than dc motorÕs.(10%)

. Enhanced Efficiency
- H (High) Mode, N (Normal) Mode, E (Economic) Mode

. Turtle Mode

The New AC Control BT Series
Designed with a durable frame and built to offer excellent stability and a smooth ride, 
AC Control BT Series trucks are real workhorses.
Designed with a durable frame and built to offer excellent stability and a smooth ride, 
AC Control BT Series trucks are real workhorses.

Increased Mast tilting Angle
Utilizing the mast tilting angle of 5
degrees forward and 7 degrees
backward, the operator can  rapidly
perform loading and unloading jobs
safely.

State-of-the-art hydraulic System Center Pivot Turn
The latest large-capacity hydraulic system reacts quickly during
operation, and a low noise control valve increases both efficiency and
durability.

Disc Type Brake

Enhanced Stability by Adopting
Dual Rear tires

Travel Speed (MAX)
Model
15BT-7
18BT-7
20BT-7

km/hr(mph)
17(10.6)
17(10.6)
17(10.6)

This feature provides better stability during
lifting. Better control at high mast height is
another way to boost handling efficiency.

Multiple disc brake in oil bath makes
maintenance free and is enclosed to
protect from dust, water.

OPS System

Gradeability (MAX)
Model
15BT-7
18BT-7
20BT-7

%(deg)
16.4(29.5)
15.3(27.5)
13.7(24.5)

Smooth running, efficiency and ergonomic design,  
AC Control BT series are built to meet your needs.

Superior Power & Optimal Performance

03HYUNDAIFORKLIFT

Tank

Hydraulic
pump

Priority
valve

Filter

Control
valve

Power steering
unit

Steering cylinder

Tilt cylinder

Lift cylinder

Down safety valve

Down control valve

Anti-Rollback System, Faster Travel Speed & Gradeability
ZAPIÕs anti-rollback system provides safe ramp operation plus
exceptional ramp start capabilities. 
The powerful high-output motors provide greater acceleration, better
gradeability and faster travel speed on any tough terrain or slope. 

5o 7o

Fork Safety Features
When the forks are being lowered, a
down-control valve maintains the
controlled speed. 
The down-safety valve prevents forks
from dropping down in case of
sudden damage of hydraulic line.

Tilt Lock

Lift Lock


